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Indicative site boundary

PRoW ITC-1601

PRoW ITC-1600

PRoW ITC-1596-1

PRoW ITC-1600

Protective fencing as per
BS5837; see inset panel

Excavation for proposed dwelling foundations and
boundary wall to be undertaken manually, under
arboricultural supervision; see inset panel
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English oak

PRoW ITC-1596

Edge of canopy following pruning

Off-site trees

Trees to be pruned to
specification in inset panel

Proposed footpath to be
installed above existing soil
level; see inset panel

Excavation for proposed hard surfacing to
be undertaken manually, under
arboricultural supervision; see inset panel

Trees to be removed

Edge of canopy following pruning

Trees to be removed

Edge of canopy following pruning

Shape of Root Protection
Area modified to reflect
restriction to root growth

Within root protection areas the first 750mm depth of any excavation,
whether for proposed foundations, hard surfacing, or underground
services shall be undertaken by hand under arboricultural supervision.
The soil will be loosened with a pick or fork, and then will be cleared
from roots with a compressed air soil pick. All roots will be cut cleanly
with a hand saw or secateurs. The edge of the excavation closest to
the trees will be covered with hessian sacking to prevent drying out,
and if necessary be shuttered with an appropriate material to prevent
soil collapse. Where appropriate, the soil beneath this depth may be
sheet piled; and deeper excavation may be undertaken by a machine
provided it works from outside the root protection areas.

Manual Excavation

Proposed hard surfacing within root protection areas (RPAs) of
retained trees to be constructed in accordance with section 7.4 of BS
5837: 2012, Trees in relation to design, demolition and construction -
Recommendations. Other than the careful removal, using hand tools,
of any turf layer, surfaces will be installed above existing soil level, or
no deeper than the base of any existing surfacing it is replacing, so
that the soil is not disturbed and no roots are severed; and an
appropriate ground covering, possibly using a geogrid, a geoweb, or a
combination of the two will be placed beneath the sub-base to
minimise compaction of the soil in which tree roots are growing. Edge
supports will also be installed above existing soil level.

Above Soil Surfacing
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This drawing is based on the proposed layout plan shown and referred to above.
SJAtrees authorises its reproduction, without amendment, by the Local Planning
Authority (LPA), and to its posting on the LPA website, to assist in consideration of this
application only.
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For further information refer to the SJAtrees Tree Survey Schedule
Do not scale from this drawing: please check all dimensions on site, and notify us of 
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This drawing is designed to reflect only the principles of layout and /or design insofar as
these relate to the protection of trees to be retained, and should NOT be read as a
definitive engineering or construction method statement. Reference should be made to
the architect or structural engineer, as appropriate, over any matters of construction detail
or specification, or any engineering standards or regulatory requirements relating to
proposed structures, hard surfaces or underground services.
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G5
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Checked by:
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Arboricultural Impacts: Summary
(For details, see below)

Impact No. of
Trees

Trees to be removed 0

Groups of trees to be partially removed 2

TPO trees to be removed 0

Trees to be pruned 5

Hedges to be pruned 1
Trees and groups where manual excavation needed within
RPAs 7

Trees where above soil surfacing needed within RPAs 4

Trees with proposed underground services within RPAs 0

Trees to be Removed

No Species Category

G5 Various (partial removal) C

G7 Various (partial removal) C

Trees to be pruned

No. Species Works

1 Small-leafed lime
Uplift canopy to allow for a 2.5m ground
clearance on west side to facilitate
construction of proposed footpath

3 English oak

Uplift canopy to allow for a 2.5m ground
clearance on west side to facilitate
construction of proposed footpath and 4m
on the south side to facilitate construction
of proposed turning head

4 Small-leafed lime
Uplift canopy to allow for a 2.5m ground
clearance on east side to facilitate
construction of proposed footpath

10 English oak
Reduce southern canopy extents by up to
1.5m to facilitate construction of proposed
parking spaces

22 English oak
Reduce south-western canopy extents by
up to 1m to facilitate construction of
proposed garage

51 Silver birch
Reduce western canopy extents by up to
1.5m to facilitate construction of proposed
footpath

G4 Various

Reduce north-western extents of one 8m
length of hedge by up to 1.3m adjacent to
plot 7 to facilitate construction of proposed
garage

Pruning is to be undertaken in accordance with the British Standard
Recommendations for Tree work, BS3998: 2010.

Climbing irons or spikes are not to be used whilst pruning trees.

Trees that require manual
excavation within RPAs

No. Species Type of structure

1 Small-leafed lime Proposed turning head

2 Field maple Proposed turning head

3 English oak Proposed turning head

4 Small-leafed lime Proposed turning head

9 Small-leafed lime Proposed parking space

10 English oak Proposed parking space

G4 Various
Proposed garage

Proposed boundary wall

Trees that require above soil
 surfacing within RPAs

No. Species Type of structure

1 Small-leafed lime Proposed footpath

3 English oak Proposed footpath

4 Small-leafed lime Proposed footpath

To be erected prior to the commencement of all works on site, and
retained in place throughout construction. To comprise either 2.4m
wooden site hoarding; or a 2m high scaffolding framework, with
uprights at maximum 3m spacings, every other one braced to the
ground with 45 degree struts; supporting standard anti-climb 'Heras'
welded mesh fence panels secured with anti-lift devices to concrete or
plastic bases pinned to the ground by scaffold uprights sunk to a
minimum depth of 600mm; individual panels fixed to each other with at
least 2 clamps and to scaffolding with heavy-duty cable ties. "TREE
PROTECTION ZONE - KEEP OUT" or similar notices to be attached to
every fifth panel.

Protective Fencing

TREE PROTECTION FENCING as shown in BS 5837:
2012, Section 6.2.2 & Figure 2.
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