
LC
F104 (AV)
CL 54.925
IL 53.560

450Ø / 1:273 / 17.26m / CONC

750Ø / 1:546 / 23.5m / CONC

S24.1 (Type B)
CL 54.898
IL 52.438 (450Ø)

S24 (Type B)
CL 54.755
IL 52.675 (150Ø)
IL 52.375 (450Ø)
IL 52.075 (750Ø)

G

FG

2.005 / Ø750 / 36.30m / 1:484 / CONC

H H H H H H H H H H H H H
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KEY

Application boundary.

Extent of LILO S38/278 Agreement dated 25th
January 2024.

Extent of proposed Highway Boundary.

Proposed S104 surface water adoptable sewers.
Direction of fall.
Diameter / Length / Gradient / Material.

Proposed private surface water sewers.
Direction of fall.
Diameter / Length / Gradient / Material.

Proposed WSCC Highway surface water sewers.
Direction of fall.
 Diameter / Length / Gradient / Material.

WSCC Highway gully and connection.
WSCC Footway gully and connection. Footway
gullies to be fitted with pedestrian friendly grating.

Proposed S104 adoptable surface water manhole
(see drainage standard detail drawings
MOW-GLA-RMA2-PH2-2575 - 2576 for references
and chamber type specifications).
Chamber reference No. (Chamber Type)
Cover Level
Invert Level (Pipe Diameter).

Proposed S104 adoptable surface water flow control
chamber, Hydro-Brake, or similar approved. (see
drainage standard detail drawings
MOW-GLA-RMA2-PH2-2575 - 2576 for references
and chamber type specifications).

Existing surface water drainage constructed under
LiLo S38/S104 Agreement.

Proposed S104 foul water adoptable sewers.
Direction of fall.
Diameter / Length / Gradient / Material.

Proposed S104 adoptable foul water manhole (see
drainage standard detail drawings
MOW-GLA-RMA2-PH2-2575 - 2576 for references
and chamber type specifications).
Chamber reference No. (Chamber Type)
Cover Level
Invert Level (Pipe Diameter).

Proposed S104 foul water rising main from foul
water pump station 3 (FWPS3). Refer to drawing
MOW-FWPS3-PH2-1002 for rising main long
section and MOW-RMA2-PH2-2576 for air valve,
washout and pipe bedding details.

Proposed private foul water sewers.
Direction of fall.
Diameter / Length / Gradient / Material.

Proposed culvert and headwalls.

Proposed attenuation basin / outfall headwalls.

No planting / building zone.

H H

16.90m / 150Ø /
1:150 / VC

G

750Ø / 1:546 /
23.5m / CONC

S28 (Type B)
CL 56.525
IL 54.350 (225Ø)

34.9m / 450Ø / 1:114

Ø225 / 28.50m
/ 1:150 / VC

54.08m / 150Ø /
1:150 / VC

F310 (Type A)
CL 61.000
IL 54.900 (150Ø)

Ø600 / 44.05m /
1:440 / CONC

Ø225 / 14.0m /
1:175 / VC

FG
S703 (Type B)

CL 56.300
IL 54.245 (225Ø)

HW4
HEADWALL
IL 54.185 (225Ø)

225Ø / 1:149 / 16.63m / VC

S703.1 (Type B)
CL 56.725

IL 54.357 (225Ø)

225Ø /

10.72m /

1:179 / V
C

Spur S703.1.1
CL 56.750

IL 54.370 (225Ø)

S/S

15
0Ø

 / 1
8.5

4m
 / 1

:15
0 /

 V
C

32
.5m

 / 4
50

Ø / 1
:83

5.5m / 450Ø / 1:79

Low Flow Channel

Low Flow Channel

Low Flow Channel

F105 (WO)
CL 54.666

IL 52.231

INLET CHAMBER
CL 57.020

IL 51.180 (300Ø) - NETWORK
IL 51.380 (300Ø) - TANK

VALVE CHAMBER
CL 56.975

Outgoing IL 55.865

WET WELL
2700Ø

CL 57.000
IL 51.060

Base Level: 49.700

F303.2 (Type A)
CL 56.900
IL 52.285 (150Ø)

F303.3 (Type A)
CL 56.745
IL 52.655 (150Ø)

F303.4  (Type B)
CL 55.950
IL 52.875 (150Ø)

F303.5 (Type B)
CL 55.185
IL 53.100 (150Ø)

S704 (Type C)
CL 56.150

IL 54.165 (600Ø)
IL 54.465 (300Ø)

S701 (Type C)
CL 55.175
IL 53.443 (375Ø)

S702 (FC - Flow Control)
CL 55.900
IL 53.525 (375Ø)
IL 53.525 (600Ø)
Flow Rate = 74.7 l/s

HW2
HEADWALL
IL 53.550 (600Ø)

HW3
HEADWALL
IL 54.080 (600Ø)

IL 54.245 (225Ø)

Spur S704.1
CL 56.200
IL 54.512 (300Ø)

18
.58

m 
/ 1

50
Ø 

/ 1
:14

9 /
 V

C

Spur F303.5.1
CL 55.330
IL 53.225 (150Ø)

S25 (Type B)
CL 54.235
IL 52.750 (150Ø)
IL 52.300 (600Ø)
IL 52.150 (750Ø)

S26 (Type B)
CL 54.815

IL 52.400 (600Ø)
IL 52.700 (300Ø)
IL 52.850 (150Ø)

S28 (Type B)
CL 56.525

IL 54.350 (225Ø)
IL 54.050 (525Ø)
IL 53.975 (600Ø)

S29 (Type B)
CL 56.650

IL 54.535 (225Ø)
IL 54.460 (300Ø)
IL 54.235 (525Ø)

S27 (Type B)
CL 55.770

IL 52.490 (600Ø)
IL 52.940 (150Ø)
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GG

G
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G

G
G

G

G

G
G

G

G

G G

G

G

FG

FG

FG

G
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Spur S26.1.1
CL 55.570
IL 52.817 (300Ø)

Spur S28.1
CL 55.798

IL 54.430 (225Ø)

Spur S29.1
CL 56.520

IL 54.635 (300Ø)

Spur S30.1
CL 56.730

IL 54.716 (300Ø)

Headwall Outfall to
Channells Brook.
HW1
IL (Ditch): 52.820
IL (Pipe): 53.420

Spur F303.5.2
CL 55.560
IL 53.224 (150Ø)

54.08m / 150Ø / 1:150 / VC

55.49m / 150Ø / 1:150 / VC

32.99m / 150Ø / 1:150 / VC

32.38m / 150Ø / 1:144 / VC

600Ø / 1:397 / 33.75m / CONC

600Ø / 12.60m /1:497 / CONC

2.004 / Ø600 / 44.05m / 1:440 / CONC

2.002 / Ø600 / 31.40m / 1:21 / CONC

2.001 / Ø525 / 71.40m / 1:386 / CONC

2.000 / Ø525 / 38.90m / 1:199 / CONC

375Ø / 24.65m / 1:300 / CONC

375Ø / 8.15m /

1:300 / CONC

2.003 / Ø600 / 38.90m / 1:432 / CONC
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Ø300 / 14.88m / 1:175 / CONC

RWP
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S29.1
(WSCC Type B Catchpit)
CL 56.748
IL 55.698 (150Ø)
IL 55.623 (225Ø)

G

S26.1 (Type B)
CL 55.303

IL 52.799 (300Ø)

FG
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APPROVAL0.0

A1 For comment and review. 06/03/2026 MM

A2 Drainage layout and key updated to suit
revised design details.

31/03/2026 MM CS

Rising main constructed up to chainage
349.702m. For further details refer to
foul water rising main long section
drawing, MOW-FWPS3-PH2-1002.

Pipe to connect into
existing spur into
as-built surface
water manhole S24.

POND 7a
Refer to basin sections drawing,
MOW-RMA2-PH2-1220.

NOTES

1. This drawing is to be read in conjunction with all other drawings and
specifications.

2. Any discrepancies found between information shown on this or any
other drawing shall be reported to the Engineer immediately and prior
to works commencing on site.

3. Dimensions not to be scaled from this drawing for construction
purposes.

4. All pipework shall join at soffit level unless otherwise stated on the
drawing or schedules.

5. Cover grade for chambers and gully gratings to be D400 or E600 within
hard standing areas and C250 in soft landscaped areas. Refer to
manhole schedules, drawing MOW-RMA2-PH2-2570, for further details.

6. For all other details of manholes, inspection chambers, cover sizing and
specifications, refer to the drainage standard details drawings.

7. All manhole / inspection chamber covers to be installed parallel to final
kerbs, edgings, paving joints or building lines as appropriate.Cover
levels are approximate only. All covers to be set flush with finished
surface.

8. Invert levels of existing chambers have been taken from third party
information and should be confirmed onsite prior to commencement of
drainage works. Ditch levels at the proposed outfall location to be
confirmed onsite prior to commencement of drainage works. Any
discrepancies in the levels of the drainage should be reported
immediately to the Engineer.

9. It is to the contractor's responsibility to ensure that all services that are
affected by the works are located, marked out and protected if
necessary, prior to works commencing and during construction. Trial
holes are to be hand dug to locate services if necessary.

10. Existing drainage that will serve no purpose post development is to be
either removed or suitably stopped up by end capping or in infilling with
concrete with no hindrance to the retained system.

11. All pipework jointing and installation shall be undertaken to
Manufacturer's specification utilising proprietary products where
applicable.

12. Detailed as-built survey of all drainage to be provided upon completion
for client approval.

13. Drainage system to be cleaned and CCTV survey provided for client
approval prior to completion.

14. Gully connections to be 150Ø Vitrified Clay, unless noted otherwise.
15. Gully connections to be 45° (70° max.).
16. All adoptable pipework to be concrete or vitrified clay, as annotated.

Concrete pipes to comply with BS EN 1916 and BS 5911-1. Pipes shall
be BSi Kitmarked, or have equivalent third party certification as
appropriate.

SHEET 1
SHEET 2

SHEET 3
SHEET 4SHEET 4

SHEET LAYOUT PLAN

A3 Design updated to client comments. 01/05/2026 MM CS

AWIN 3m offset from
centreline of sewer

AWIN 3m offset from
centreline of sewer

AWIN 3m offset from
centreline of sewer

A4 No planting / building zone updated and
AWIN annotation notes added.

06/07/2026 MM CS
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